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ADVANCE FLASHING BEACON SIGNAL HEAD MOUNTING DETAILS
NOTES:

LOCK NIPPLE. 17" x 13",

2. LOCK NUT., 1'5,".

3. ORNAMENTAL CAP, LONG.

4. WASHER, STAINLESS STEEL BAND, 2 WRAPS.

5. CENTER HUB W/ COVER PLATE 4-WAY.

6. ELBOW, 90°., 1'5” SERRATED.

7. ROUND POLE PLATE.

8. GALVANIZED PIPE 1!,” x 12" THREADED BOTH ENDS.
9. 1" PLAIN ELBOW.

10.374" STAINLESS STEEL.

11. POLE SHAFT.

12. POSTMOUNT WITH TERMINAL COMPARTMENT.

13. 112" PIPE, LENGTH VARIABLE, THREADED BOTH ENDS.
14. UNIVERSAL MOUNT STANDARD HARDWARE KIT.

15. STANDARD LOWER ARM

16. COVER

17. STANDARD UPPER ARM

18. UNIVERSAL BRACKET STANDARD ARM KIT

19. GUSSET TUBE.

20. UNIVERSAL BRACKET.
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MAST ARM

MASTARM SIGNAL HEAD MOUNTING DETAILS
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TOP SIGNAL HEAD MOUNTING DETAILS
WITH ENFORCEMENT INDICATION
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DRILL 34" HOLE IN POLE

SIDE SIGNAL HEAD MOUNTING DETAILS
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